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Eee PC sisse lulitamine

Need on vaid kiired juhised Eee PC kasutamiseks. Lugege taielikust
juhendist Uksikasjalikumat teavet.

1. Paigaldage aku 2. Uhendage vahelduvvoolu
toite adapter

Kasutades Eee PC toiteks
erinevat adapterit,

voite pohjustada
kahjustusi.Te voite vigase
vahelduvvoolu-alalisvoolu
adapteriga kahjustada nii
akuplokki(-plokke) kui Eee
arvutit.

selle hinged véivad katki minna! Arge kunagi téstke Eee PC-d

@ Kui ekraanipaneeli avate, drge suruge seda alla lauani, kuna
ekraanipaneelist!

@ Arge unustage akut tis laadida enne esmakasutust ning iga
kord, kui see on tiihjenenud, et aku eluiga pikendada.

Oleku indikaatorid

Oleku indikaatorid naitavad erinevaid riistvara/tarkvara olekuid.

Q Toiteindikaator 8 SSD kovaketta indikaator

Aku laadimise indikaator ) Traadita side indikaator
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Valjalilitamine
Jargige jérgnevaid juhiseid, et Eee arvuti vélja lilitada.

1. Stardimenii kuvamiseks klépsake nuppu start .
2. Kldpsake kasku Liilita vilja.

é Internet -_) My Documents

Internet Explorer

. _E} My Pictures
ﬁl- E-mail

Cutlack E .
utlook Express N Y .
@ Windows Media Player g’ My Computer
,13 Windows Messenger Control Panel

Set Program Access and

Default:
l@ Tour Windows =P b
% Connect To 4

. Files and Settings Transfer

Wizard 9) Help and Suppart
E AsusInstantkey { Search
77 Bun

all Programs p

3. Valige kask Liilita valja , et liilitada oma Eee PC vilja.

Stand By

Cancel
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Esmakordne kaivitamine

Esimesel korral, kui te Eee PC kaivitate, kdivitub automaatselt
Windows'i viisard ning juhib teid |dbi eelistuste seadistamise ja
moningase pdhiinformatsiooni. Jargige kdivitamise |6petamiseks
viisardi juhiseid.

Vorguiihenduse konfigureerimine

Traadita vorguga ithendamine

1. Tehke tegumireal asuval ristiga traadita vorgu ikoonil
topeltkldps.

@ Kui tegumiribal ei ole ihendusikooni. Aktiveerige traadita
LANi funktsioon || = | +[ ¥ | (<Fn> + <F2>) enne traadita vérgu
konfigureerimist (vajadusel).

&

2. Valige loendist traadita
juurdepddsupunkt, millega
soovite (ihendust saada, ning |
kiépsake kdsku Uhenda , et
Uhendus luua.

Kui te ei leia soovitud juurdepdasupunkti, klépsake vasakul
paneelil kdsku Védrskenda vérkude loendit ning otsige uuesti.
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3. Uhendamisel véib
osutuda vajalikuks parooli
sisestamine.

4, Pérast thenduse loomist

kuvatakse tihendus loendis.

5. Traadita vorgu ikooni leiate
operatsioonisisteemi
tegumiribalt.

Wireless Network Connection

The network UNIAPS4G requires a network key (also called a WEP key or WPA key). &
ntwork key helps prevert unknown intruders from connecting ko this netwark,

Type the key, and then ick Connect.

etwiork key: [ |

Confirm network key: [ |

) Wireless Networ Connecton =

Choose a wireless network

eformation.

P e

Related Tasks

« oz

)

QZZWT - @ wiso0ge_om)
0 th rdr o

G Change advarced (1?:) G
Setngs
Unsecured wielssnetwerk
@, o
2

Unsecured conputer-to-compater network.

#

Traadita vérguiihenduse ikoon kaob, kui vajutate | - | +[ T | (<Fn>
+ <F2>) WLAN:i funktsiooni keelamiseks.
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Kohtvork

Traadiga (ihenduse loomiseks jargige alltoodud juhiseid:

Diinaamilise IP kasutamine:
1.

Tehke paremkléps
Windows®'i tegumiribal

asuval kollase hoiatusmargiga
vérguikoonil W ning valige
kask Ava vérguiihendused.

Tehke paremkldps valikul
Local Area Connection ja
valige Atribuudid.

Klépsake valikut
Vérguprotokoll
(TCP/IP) ja kldpsake
Atribuudid.

- Local Area Connection Properties

General | Authenticaltion | Advanced|

Disable
Status
Repair

Change Windows Firewall settings

Open Network Connections

Connect using

| ES Atheros L2 Fast Ethernet 104100 Bas

This connection uses the following items:

B Client for Microsot Networks

B} Filc and Printer Sharing for Microsoft Networks

4=} 005 Packet Scheduler
PP

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
acioss diverse interconnected networks.

[ Show icon in natification area when connected
Natify me: when this connection has limiced or no connectivity

Instal.. Uningtal

Klépsake kasku Leia IP-
aadress automaatselt ja
seejarel valikut OK.

Internet Protocol (TCP/IP) Properties \E|E\

General | Allemate Conliguration

You can get IF settings assigned automatically i your network supports
this capabilty. Dthemise, you need to ask your netwark adninistrator for
the appropriste IP settings.

(® Obtain an IP address automatically
(O Use the following IP* address:

]
L 1
]

(%) Obtain DNS server address automaticaly
(O Use the following DNS server addresses

(E———
[
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7.

Klépsake kdsku Loo uus
tihendus uue Gthenduse
viisardi kaivitamiseks.

—

R Vo Feoss Tk b r

e s et

Valige kask Uhenda
Internetiga ja klopsake
valikut Jargmine.

Network Connection Type
What do you wart to do?

(@ Connect to the Internet
Connect t the Inteme 0 pou San browse the W/eb and read emal.

© Connect to the network at my workplace
Connect ta 3 business netwerk (using dia-up or VPN o you can wark from home,
afield ofice, or anciher location.

O Setup a home or small office network
Connect to an existing home or smallaffce network or set up a new one.

O Set up an advanced connaction

Connect drecty o ancther computer using your seiial, paralel, orinfared part, or
set up this Computer <0 that other computers can conect to i

Valige thenduse tiilip ning
klépsake jatkamiseks valikut
Jargmine.

Internet Connection
How do you want to comrect to the Intemet?

O Connect using a dial-up modem
This type af cannection uses a modem and a regular o ISDN phone fine.

@ Connect using a broadband connection that requites  user name and
password
This is 2 igh-speed connecion using eiher a DSL or cable madem Your ISP may
refer to this ype of connection as PPPOE,

© Connect using a broadband connection that is always on

This s & high-speed corection using either a cabls modem. DSL o1 LAN
cornection. It always active, and doesn' require youto sign in

Klépsake valikut Jargmine.

New Connection Wizard

Welcome to the New Connection
Wizard

This wizard helps your

* Connect to the Internet

* Connect to a pivate netwark, such as you workplace
network.

* Setup a home or small offics network.

To continue, click Next

Valige kdsk Loo mu
tihendus kasitsi.

New Connection Wizard

Getting Ready
The wizard is preparing to set up yout Internet connection.

How do you want to connect to the Intemet?
©Choose from a list of Intemet service providers (ISPs)
(@ Set up my connection manually
For a dialup connection, you wil need your account name, password, and a
phone number for pour ISP. For a broadband account, you won't need a phone:

b,

© Use the CD | got from an ISP

10. Sisestage ISP nimi ja

klopsake valikut Jargmine.

New Connection Wizard

Connection Name
What is the name of the service that provides you Intermet connection?

Type the name of your ISP in the folloing bo.
1SP Name
ABC

T here wil i
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11. Sisestage oma kasutajanimi 12 Kldpsake kasku Lopeta, et
ja salasdna. Klépsake valikut |6petada konfigureerimine.
Jargmine.

et Accoun nformation Completing the New Connection
ouvill need in'to you | >
wizard
fon and store itin mpleted the steps needed to

Type an ISP accourt name and password, then wiite down ou have successfully cor
sale plac. (f i I name: creats the folloving connestion:

BC
Make ths the defaut connection

Uset name: [asus |  Shre with allsers o this computer
+ Use the same user nam ord
Fassword [sseees |
Corfim passworc: —[evenss | | The connscton uillbe saved nthe Netwark
" Conneclions fokder

Lse ths account name and password when anyone comects o theInternet from
ALTE [ dd a shorteut o this connection to my desktop

Make this the defaultInternet connection

Toscreate the connection and closs this wizard, click Firish

13. Sisestage oma kasutajanimi
ja salaséna. Kldpsake kdsku
Uhenda, et (ihenduda
Internetiga.

Username: |EIE) |

Password | [Ta changs the saved password click haral |

Save this uger name and passwaord for the following users:

) Me anly
(&) Anyone who uses this computer

[ Connect ][ Cancel H Properties H Help ]

Staatilise IP kasutamine:
1. Korrake diinaamilise IP kasutamise samme 1-3, et kdivitada
staatilise IP vorgukonfiguratsioon.
Klopsake kasku Kasuta jargmisi IP aadresse.
Sisestage IP aadress, alamvérgu mask ja ltis teenusepakkujalt.

Vajadusel sisestage eelistatud DNS serveri aadress ja
alternatiivne aadress.

5. Kbigi vajalike vadrtuste sisestamise jarel klopsake valikut OK, et
luua vérguiihendus.

@ Vétke ihendust oma teenusepakkujaga (ISP), kui teil on
probleeme Interneti-ihendusega.
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