DELUXE Memory Qualifie ors List (QVL)

P8P67 DELUXE Motherboard Qualified Vendors Lists (QVL)

DDR3 2200(0.C.) MHz capability
DIMM socket support (Optional)

Vendors Part No. Size SS/DS  Chip Brand Chip NO. Timing Voltage BT AT B
G.SKILL F3-17600CL7D-4GBFLS(XMP) 4G (2x2G) DS - - 7-10-10-28 1.65 . . .
G.SKILL F3-17600CL8D-4GBPS(XMP) 4GB(2 x 2GB) Ds - - 8-8-8-24 1.65 . .

G.SKILL F3-17600CLID-4GBTDS(XMP) 4GB(2 x 2GB) DS - - 9-0-9-24 1.65 . .

KINGMAX FLKE8S5F-B8KHA(XMP) 4G (2x2G) Ds - - - 15-1.7 . .

KINGMAX FLKES5F-BBKJAA-FEIS(XMP) 4GB (2x2GB) DS Kingmax N/A = . .

*The 2200Mhz memory modules above are supported by this motherboard; however, the actual frequency support varied depending on the O.C. margin of the installed CPU.

4DIMM

1 DIMM: Supports one module inserted in any slot as Single-channel memory configuration
We suggest that you install the module into A2 slot for better stability.

2 DIMM: Supports one pair of modules inserted into eithor the blue slots or the black slots as one pair of Dual-channel memory configuration
We suggest that you install the module into A2B2 slot for better stability.

4 DIMM: Supports 4 modules inserted into both the blue and black siots as two pairs of Dual-channel memory configuration

When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capability.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.

P8P67 DELUXE Motherboard Qualified Vendors Lists (QVL)
DDR3 2133(0.C.) MHz capability

DIMM socket support (Optional)
1DIMM  2DIMM 4 DIMM
CORSAIR CMGTX3(XMP) 2GB DS - - 9-11-9-27 1.65 . .

Vendors Part No. Size SS/DS  Chip Brand Chip NO. Timing Voltage

G.SKILL F3-19200CL9D-4GBPIS(XMP) 4G (2x2G) DS - - 9-11-9-28 1.65 . . .
Patriot PVV34G2400C9K(XMP) 4GB (2x2GB) Ds = = S 11 9-27 1.66 . .
Trascend TX2400KLU-4GK(XMP) 4GB (2x 2GB) DS - 1.65 . .

* The above QVL is for the DDR3 2400 MHz memory module. Due to CPU behavior, DDR3 2400 MHz memory module will run at DDR3 2133 MHz frequency.

DIMM socket support (Optional)

1DIMM  2DIMM 4 DIMM
G.SKILL F3-17600CL9D-4GBTDS(XMP) 4GB(2 x 2GB) DS 9-9-9-24 1.65 . .

* The above QVL is for the DDR3 2200 MHz memory module. Due to CPU behavior, DDR3 2200 MHz memory module will run af DDR3 2133 Mz frequency..

Part No. Size SS/DS  Chip Brand Chip NO. Timing Voltage

DIMM socket support (Optional)
1DIMM 2 DIMM 4 DIMM
G.SKILL F3-17066CLID-AGBTDS(XMP) 4GB (2x 2GB) DS - 1.65 o o .

Part No. Size SS/DS  Chip Brand Chip NO. Timing Voltage

G.SKILL F3-17066CL8D-4GBPS(XMP) 4GB(2 x 2GB) Ds 1.65 . .

G.SKILL F3-17066CL9D-4GBTD(XMP) 4GB(2 x 2GB) DS - - 1.65 . .

G.SKILL F3-17066CLIT-6GB-T 6GB(3 x 2GB) Ds = = 1.65 . .

GE34GB2133C9DC(XMP) 4GB(2 x 2GB) DS - - 1.65 . .

GEIL GU34GB2133CIDC(XMP) 4GB(2 x 2GB) Ds = = 1.65 . .
KINGSTON KHX2133C9D3T1K2/4GX(XMP) 4GB(2 x 2GB) DS - - 9 1.65 . . .
Patriot PVV34G2133C9K(XMP) 4GB (2x2GB) Ds = = 9-11-9-27 1.66 . . .

4DIMM

1 DIMM: Supports one module inserted in any slot as Single-channel memory configuration
We suggest that you install the module into A2 slot for better stability.

2 DIMM: Supports one pair of modules Inserted into eithor the blue slots or the black slots as one pair of Dual-channel memory configuration
We suggest that you install the module into A2B2 slot for better stability.

+ 4 DIMM: Supports 4 modules inserted into both the blue and black slots as two pairs of Dual-channel memory configuration

~When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capabilty.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.

P8P67 DELUXE Motherboard Qualified Vendors Lists (QVL)

DDR3 1866(0.C.) MHz capability
DIMM socket support (Optional)

Part No. Size SS/DS  Chip Brand Chip NO. Timing Voltage BT AT B
Apacer 78.AAGD5.9KD(XMP) B6GB(3 x 2GB) DS - - 9-9-9-27 - . . .
CORSAIR CMT6GX3M3A2000C8(XMP) 6GB (3x2GB) Ds = = 8-9-8-24 1.65 . . .
Crucial BL1286:¢ )09. i ) 1GB SS - - 9-9-9-28 2 . .
G.SKILL F3-16000CL6Q-8GBPIS(XMP) 8GB (4x2GB) Ss = = 6-9-6-24 1.65 . .
G.SKILL F3-16000CL9D-4GBRH(XMP) 4GB(2 x 2GB) DS - - 9-9-9-24 1.65 . . .
G.SKILL F3-16000CLID-4GBTD(XMP) 4GB(2 x 2GB) Ds = = 9-9-9-24 1.65 . . .
G.SKILL F3-16000CL7T-6GBPS(XMP) B6GB(3 x 2GB) DS - - 7-8-7-20 1.65 . .
G.SKILL F3-16000CLIT-6GBPS(XMP) 6GB(3 x 2GB) Ds = = 9-9-9-24 1.65 . .
G.SKILL F3-16000CLIT-6GBTD(XMP) B6GB(3 x 2GB) DS - - 9-9-9-24 16 . . .
G.SKILL F3-16000CL7Q-8GBFLS(XMP) 8GB(4 x 2GB) Ds = = 7-9-7-24 1.65 . .

GEIL GU34GB2000C9DC(XMP) 4GB(2 x 2GB) DS - - 9-9-9-28 2 . .

GEIL GE38GB2000C9QC(XMP) 8GB(4 x 2GB) Ds = = 9-9-9-28 1.65 . .
KINGSTON KHX2000C9D3T1K2/4GX(XMP) 4GB (2x2GB) DS - - - 1.65 . . .
Transcend N/A(XMP) 6GB (3x2GB) DS - - - - . .

Gingle 9CAASS37AZZ01D1 2GB DS - - 9-9-9-24 - . . .

Patriot PVT36G2000LLK(XMP) 6GB(3 x 2GB) Ds = = 8-8-8-24 1.65 . .
Slicon Power SP002GBLYU200S02(XMP) 2GB DS - - - - . .

Team "TXD32048M2000C9(XMP) 2GB Ds Team T3D1288RT-20 9-9-9-24 15 . .

Team TXD32048M2000C9-L(XMP) 2GB DS Team T3D1288LT-20 9-9-9-24 15 . .

Team "TXD32048M2000C9-L(XMP) 2GB Ds Team T3D1288RT-20 9-9-9-24 16 . . .

* The above QVL is for the DDR3 2000 MHz memory module. Due to CPU behavior, DDR3 2000 MHz memory module will run at DDR3 1866 MHz frequency..

DIMM socket support (Optional)




1DIMM  2DIMM  4DIMM

CORSAIR CMT6GX3M3A1866C9(XMP) 6GB (3x 2GB) Ds - - 9-9-9-24 1.65 . . .

G.SKILL F3-15000CL9D-4GBRH (XMP) 4GB(2 x 2GB) Ds - - 9-9-9-24 1.65 . . .
CCSKLL  F3IS000CLODAGBTDOWMP)  4GB(2x268)  bS - - o904 16 e e e
ocz OCZ3P1866LVAGK 4GB(2 x 2GB) Ds - - 9-9-9 1.65 . .
[ OCZ  OCZSPIBGGCOLVGGK  6GB@x268) bS - - 999 A6 e e e
ocz OCZ3RPR1866CILVEGK 6GB(3 x 2GB) Ds - - 9-9-9 1.65 . .
4DIMM :

1 DIMM: Supports one module inserted in any slot as Single-channel memory configuration
We suggest that you install the module into A2 slot for better stability.

2 DIMM: Supports one pair of modules inserted into eithor the blue slots or the black slots as one pair of Dual-channel memory configuration
We suggest that you install the module into A2B2 slot for better stability.

4 DIMM: Supports 4 modules inserted into both the blue and black siots as two pairs of Dual-channel memory configuration

-When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence,  total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capability.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which s the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.

P8P67 DELUXE Motherboard Qualified Vendors Lists (QVL)
DDR3 1600MHz capability
DIMM socket support (Optional)

Part No Size 5S/DS hip Brand Chip N Timin, Voltage
o S e . SR g B2 1DIMM = 2DIMM 4 DIMM

G.SKILL F3-14400CLID-4GBRL(XMP) 4GB(2 x 2GB) Ds 9-9-9-24 1.6

*The above QVL is for the DDR3 1800 MHz memory module. Due to CPU behavior, DDR3 1800 MHz memory module will run at DDR3 1600 MHz frequency..

support (Optional)
DIMM 4 DIMM

Part No. SS/DS  Chip Brand Chip NO. Timing Voltage

M|
A-DATA AX3U1600GC4G9-2G 8GB (2x4GB) Ds 9-9-9-24 1.55~1.75 .

CORSAIR CMGA4GX3M2A1600C6 4GB (2x2GB) Ds 6-6-6-18 1.65

CORSAIR CMGA4GX3M2A1600C6 4GB( 2x 2GB) Ds 6-6-6-18 1.65

CORSAIR CMD4GX3M2A1600C8(XMP) 4GB(2 x 2GB) Ds 8-8-8-24 1.65

CORSAIR CMX4GX3M2A1600C9(XMP) 4GB(2 x 2GB) Ds 9-9-9-24 1.65

CORSAIR CMX8GX3M4A1600C(XMP) 8GB(4 x 2GB) Ds 9-9-9-24 1.65

Crucial BL25664BN1608.16FF(XMP) 2GB Ds 8-8-8-24 1.65

G.SKILL F3-12800CL9D-4GBRL 4GB(2 x 2GB) SS

G.SKILL F3-12800CL8D-4GBRM(XMP) 4GB(2 x 2GB) Ds 8-8-8-24

G.SKILL F3-12800CL8T-6GBPI(XMP) 6GB(3 x 2GB) Ds 8-8-8-21

GEIL GV34GB1600C8DC(XMP) 4GB(2 x 2GB) Ds 8-8-8-28

KINGSTON KHX1600C8D3K2/4GX(XMP) 4GB (2x2GB) Ds 8

0ocz OCZ3G1600LV3GK 3GB(3 x 1GB) SS

OCZ3BE1600C8LVAGK 4GB( 2x 2GB) Ds

OCZ3P1600LVAGK 4GB(2 x 2GB) Ds

OCZ3FXE1600C7LV6GK 6GB (3x 2GB) Ds

0ocz OCZ3G1600LV6GK 6GB(3 x 2GB) Ds

ocz OCZ3X1600LV6GK(XMP) 6GB(3 x 2GB) Ds

Super Talent WB160UX6G8(XMP) 6GB(3 x 2GB) Ds

EK Memory EKM324L28BP8-I116(XMP) 4GB( 2x 2GB) Ds

GoodRam GR1600D364L9/2G 2GB Ds GoodRam GF1008KC-IJN

Mushkin 996805(XMP) 4GB (2x2GB) Ds 6-8-6-24

Mushkin 998805(XMP) 6GB (3x 2GB) Ds 6-8-6-24

Patriot PGS34G1600LLKA2 4GB (2x2GB) Ds 8-8-8-24

PATRIOT PGS34G1600LLKA 4GB(2 x 2GB) Ds 7-7-7-20

Patriot PVS34G1600LLK(XMP) 4GB(2 x 2GB) Ds 7-7-7-20

Patriot PVT36G1600ELK 6GB(3 x 2GB) Ds 9-9-9-24

Patriot PVT36G1600LLK(XMP) 6GB(3 x 2GB) Ds 8-8-8-24




4DIMM
* 1 DIMM: Supports one module inserted in any slot as Single-channel memory configuration
We suggest that you install the module into A2 slot for better stability.
2 DIMM: Supports one pair of modules inserted into eithor the blue slots or the black slots as one pair of Dual-channel memory configuration
We suggest that you install the module into A2B2 slot for better stability.
4 DIMM: Supports 4 modules inserted into both the blue and black siots as two pairs of Dual-channel memory configuration

-When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capability.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.

P8P67 DELUXE Motherboard Qualified Vendors Lists (QVL)
DDR3 1333MHz capability

t support (Optional)

Part No. Chip Brand Chip NO. Timing Voltage 2
2 DIMN 4 DIMI

A-DATA SU3U1333B2G9-B 2GB DS Hynix H5TQ1G83TFR . . .

Apacer 78.01GC6.9L0 1GB SS Apacer AM5D5808DEJSBG

CORSAIR CM3X1024-1333C9DHX 1GB DS

Crucial CT12864BA1339.8FF 1GB MICRON DI9KPT

Crucial CT12872BA1339.9FF 1GB MICRON D9KPT(ECC)

Crucial CT25664BA1339.16FF 2GB MICRON DI9KPT

Crucial CT25672BA1339.18FF 2GB MICRON D9KPT(ECC)

ELPIDA EBJ10UESEDF0-DJ-F 1GB ELPIDA J1108EDSE-DJ-F

ELPIDA EBJ21UE8BDF0-DJ-F 2GB ELPIDA J1108BDSE-DJ-F

G.SKILL F3-10666CL7D-4GBPI(XMP) 4GB(2 x 2GB) 7-7-7-21

G.SKILL F3-10666CL8D-4GBECO(XMP) 4GB(2 x 2GB) 8-8-8-24

G.SKILL F3-10666CL8D-4GBRM(XMP) 4GB(2 x 2GB) 8-8-8-21

G.SKILL F3-10666CL9D-8GBRL 8GB (2x 4GB ) 9-9-9-24

GEIL GB34GB1333C7DC 4GB(2 x 2GB) GL1L128M88BA15FW 7-7-7-24

GEIL GV34GB1333C7DC 4GB(2 x 2GB) 7-7-7-24

Hynix HMT112U6TFR8A-H9 1GB Hynix H5TC1G83TFR

Hynix HMT125U6TFR8A-H9 2GB Hynix H5TC1G83TFR

Kingston KVR1333D3N9/1G 1GB Elpida J1108BDSE-DJ-F

Kingston KHX1333COD3UK2/4GX(XMP) 4GB (2x 2GB)

MICRON MT8JTF12864AZ-1G4F1 1GB MICRON DI9KPT

MICRON MT16JF25664AZ-1G4F1 2GB MICRON DI9KPT

MICRON MT18JSF25672AZ-1G4F1 2GB MICRON D9KPT(ECC)

&

[e]e74 0OCZ3G1333LV3GK 3GB(3 x 1GB)

[e]e74 OCZ3P13332GK 1GB 7-7-7-20

&

[e]e74 OCZ3P1333LV4GK 4GB (2x 2GB)

N
@

[e]e74 OCZ3P13334GK 4GB(2 x 2GB)

&

[e]e74 OCZ3RPX1333EB4GK 4GB(2 x 2GB)

&

0CzZ 0OCZ3P1333LV6GK 6GB(3 x 2GB)

PSC ALBF8G73D-DG1 2GB DS PSC A3P1GF3DGF

SAMSUNG M378B2873EH1-CH9 1GB SS SAMSUNG K4B1G0846E

SAMSUNG M391B2873DZ1-CH9 1GB SS SAMSUNG K4B1G0846D(ECC)

SAMSUNG M378B5673FH0-CH9 2GB DS SAMSUNG K4B1G0846F

SAMSUNG M378B5273BH1-CH9 4GB DS SAMSUNG K4B2G0846B-HCH9

Transcend N/A 2GB DS Elpida J1108BDBG-DJ-F

ATP AQ28M64ABBIHIS 1GB SS SAMSUNG K4B1G0846E



ATP AQ56M64B8BIHIS 2GB DS SAMSUNG K4B1G0846D - - . . .
ATP AQ56M72E8BJIHIS 2GB Ds SAMSUNG K4B1G0846D(ECC) = = . . .
ATP AQ12M72E8BKHIS 4GB DS SAMSUNG  K4B2G0846B-HCH9(ECC) - - . . .
BUFFALO FSX1333D3G-1G 1GB Ss - - - - . .
BUFFALO FSH1333D3G-T3G(XMP) 3GB(3 x 1GB) SS - - 7-7-7-20 - . . .
BUFFALO FSX1333D3G-2G 2GB DS - - - - . . .
EK Memory EKM324L28BP8-113 4GB(2 x 2GB) DS - - 9 - . . .

Elixir M2F2G64CB88B7N-CG 2GB Ss Elixir N2CB2G808N-CG = = . . .

Elixir M2Y2G64CB8BHAIN-CG 2GB DS - - - - . . .

Elixir M2Y2G64CB8HCIN-CG 2GB DS - - - - . . .

Elixir M2F4G64CB8HBS5N-CG 4GB DS Elixir N2CB2G808N-CG - - . . .

GoodRam GR1333D364L9/2G 2GB Ds Qimonda IDSH1G-03A1F1C-13H = = . . .
KINGTIGER F10DA2T1680 2GB DS KINGTIGER  KTG1333PS1208NST-C9 - - . . .
KINGTIGER KTG2G1333PG3 2GB DS - - - - . . .

Patriot PDC32G1333LLK 1GB SS PATRIOT - 17 . .

Patriot PVT33G1333ELK 3GB(3 x 1GB) Ss = = 1.65 . . .

Patriot PGS34G1333LLKA 4GB(2 x 2GB) DS - - 17 . . .

Patriot PVS34G1333ELK 4GB(2 x 2GB) Ds = = 15 . .

Patriot PVS34G1333LLK 4GB(2 x 2GB) DS - - 17 . .

Patriot PVT36G1333ELK 6GB(3 x 2GB) Ds = = 1.65 . . .
Silicon Power SP001GBLTU1333S01 1GB SS NANYA NT5CB128M8AN-CG - . . .
Silicon Power SP001GBLTU133S02 1GB Ss S-POWER I0YT3EO - . .

Silicon Power SP002GBLTU133502 2GB DS S-POWER I0YT3EO0 - . .

Slicon Power SP001GBLTE133S01 1GB Ss NANYA NT5CB128M8AN-CG = = . . .
Slicon Power SP002GBLTE133S01 2GB DS NANYA NT5CB128M8AN-CG - - . . .
4DIMM

1 DIMM: Supports one module inserted in any slot as Single-channel memory configuration
We suggest that you install the module into A2 slot for better stability.

2 DIMM: Supports one pair of modules inserted into eithor the blue slots or the black siots as one pair of Dual-channel memory configuration
We suggest that you install the module into A2B2 slot for better stability.

+ 4 DIMM: Supports 4 modules inserted into both the biue and black siots as two pairs of Dual-channel memory configuration

“When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capability.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.

P8P67 DELUXE Motherboard Qualified Vendors Lists (QVL)
DDR3 1066MHz capability

DIMM socket support (Optional)
Voltage 1DIMM  2DIMM 4 DIMM
Crucial CT12864BA1067.8FF 1GB Ss MICRON DOKPT 7 - . . .
Crucial CT12864BA1067.8SFD 1GB ss MICRON D9JNL 7 - . . .
Crucial CT12872BA1067.9FF 1GB Ss MICRON D9KPT(ECC) 7 - . . .
Crucial CT25664BA1067.16FF 2GB DS MICRON DIKPT 7 - . . .
Crucial CT25664BA1067.16SFD 2GB DS MICRON D9JNL 7 - . . .
Crucial CT25672BA1067.18FF 2GB DS MICRON D9KPT(ECC) 7 - . . .
ELPIDA EBJ10UE8BAWO-AE-E 1GB Ss ELPIDA J1108BABG-DJ-E 7 = . . .
ELPIDA EBJ10UEBEDFO-AE-F 1GB ss ELPIDA J1108EDSE-DJ-F - - . . .
ELPIDA EBJ11UD8BAFA-AG-E 1GB DS ELPIDA J5308BASE-AC-E 8 = . .
ELPIDA EBJ21UEBBAWO-AE-E 2GB DS ELPIDA J1108BABG-DJ-E 7 - . . .
ELPIDA EBJ21UESEDFO-AE-F 2GB DS ELPIDA J1108EDSE-DJ-F - - . . .
GEIL GG34GB1066C8DC 4GB (2x2GB) DS GEIL GL1L128M88BALISFW 8-8-8-20 13 . . .
Hynix HMT112U6AFP8C-G7NO 1GB Ss HYNIX H5TQ1G83AFPG7C 7 - . . .
Hynix HYMT112U64ZNF8-G7 1GB ss HYNIX HY5TQ1G831ZNFP-G7 7 - . .
Hynix HMT125U6AFP8C-G7NO 2GB DS HYNIX H5TQ1G83AFPG7C 7 - . . .
Hynix HYMT125U64ZNF8-G7 2GB DS HYNIX HY5TQ1G831ZNFP-G7 7 - . . .
Kingston KVR1066D3N7/1G 1GB Ss Kingston D1288JPNDPLDOU 7 15 . . .
Kingston KVR1066D3N7/2G 2GB DS Elpida J1108BDSE-DJ-F 7 15 . . .
MICRON MT8JTF12864AZ-1G1F1 1GB Ss MICRON 8ZF22 D9KPV 7 . . .
MICRON MTBITF12864AZ-1G1FL 1GB ss MICRON DIKPT 7 - . . .
MICRON MT9JSF12872AZ-1G1F1 1GB Ss MICRON D9KPT(ECC) 7 - . . .
MICRON MT16JTF25664AZ-1G1F1 2GB DS MICRON 8ZF22 D9KPV 7 - . . .
MICRON MT16JTF25664AZ-1G1F1 2GB DS MICRON DOKPT 7 - . . .
MICRON MT18JSF25672AZ-1G1F1 2GB DS MICRON D9KPT(ECC) 7 - . . .
SAMSUNG M378B5273BH1-CF8 4GB DS SAMSUNG K4B2G0846B-HCF8 8 15 . . .
Elixir M2Y2G64CB8HAIN-BE 2GB DS - - - - . . .
Elixir M2Y2G64CB8HCS5N-BE 2GB DS Elixir N2CB1G80CN-BE - - . . .
Elixir M2Y2G64CBBHCIN-BE 2GB DS - - - - . . .
WINTEC 3DU3191A-10 1GB DS Qimonda IDSH51-03A1F1C-10F 7 - . .
4DIMM

1 DIMM: Supports one module inserted in any slot as Single-channel memory configuration
We suggest that you install the module into A2 slot for better stability.

2 DIMM: Supports one pair of modules Inserted into eithor the blue slots or the black slots as one pair of Dual-channel memory configuration
We suggest that you install the module into A2B2 slot for better stability.

+ 4 DIMM: Supports 4 modules inserted into both the blue and black slots as two pairs of Dual-channel memory configuration

~When installing total memory of 4GB capacity or more, Windows 32-bit operation system may only recognize less than 3GB. Hence, a total installed memory of less than 3GB is recommended.
-Itis recommended to install the memory modules from the slots for better overclocking capability.
~The default DIMM frequency depends on its Serial Presence Detect (SPD), which is the standard way of accessing information from a memory module. Under the default state, some memory modules for overclocking may operate at a lower frequency than the vendor-marked value.



