 ENGINEERING RELEASE NOTES

S3 Savage Family XFree86 X Server Pro Savage

Version 1.00.11

Recipient

S3

Purpose

This beta release of the XF86_SVGA X server adds support for the Savage/MX, Savage/IX, and Savage/NB chips, adds additional acceleration for the other chips, and fixes a buffer overflow problem on the Savage4.

Products Supported

S3â Savage3D, Savage4, Savage2000, Savage/MX, Savage/MX-MV, Savage/IX, Savage/IX-MV and Savage/NB integrated 2D/3D graphics accelerators.

Language Support

English.

Software Requirements

This driver is for the XFree86 XF86_SVGA server for Linux and FreeBSD.  It has been tested on Intel CPUs.

Additions and Changes

None

(Developers Notes:) Files changed:

Listed below are all the files in the XFree86 3.3.6 release, with the versions in which they changed.  Unmarked files are as shipped with 3.3.6.

· s3_savage/Imakefile

· s3_savage/lrmi.c
0.10
· s3_savage/lrmi.h

· s3_savage/newmmio.h
0.10
· s3_savage/regs3sav.h
0.10
0.11
· s3_savage/s3bci.h
0.10
0.11
· s3_savage/s3bitblt.c

· s3_savage/s3bitmap.c
0.10
· s3_savage/s3sav_accel.c
0.10
0.11
· s3_savage/s3sav_cursor.c
0.10
0.11
· s3_savage/s3sav_driver.c
0.10
0.11
· s3_savage/s3sav_driver.h
0.10
0.11
· s3_savage/s3sav_misc.c
0.10
0.11
· s3_savage/s3sav_rop.h

· s3_savage/s3sav_vbe.c

0.11
· s3_savage/vbe.h
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Application/Utility Components

XF86_SVGA

s3switch

Switches

None.

Installation Instructions

In a working XFree86 environment, this server is installed by stopping the X server, copying the XF86_SVGA binary into the appropriate spot (usually /usr/X11R6/bin) and restarting X.  You can make sure the SVGA server is the default one by doing “ls –l /usr/X11R6/bin/X”; if the link does not point to XF86_SVGA, do:


cd /usr/X11R6/bin


rm X


ln –s XF86_SVGA X

The server must either be setuid root, or you must start the X server as root.  This is normal for X.

The s3switch utility has its own makefile.  It also must be run as root.

Included also is a binary tar file (s3switch-1.0-11.tar.gz) which includes the X server itself, the s3switch utility, and a man page for s3switch, along with a short installation script which places the files in the appropriate spots. S3 may simply post this file on its web page, and point Linux users here when they ask about Savage support.  I do not think XFree86 will be interested in supporting the s3switch utility.

Resolved Issues

None

Unresolved Issues

None.

SQA Engineering Release Comments Status as of Date: 4/26/2000

· This version has passed a limited suite of acceptance testing for the following controllers: 

Savage3D(390) Rev. B 8MB SDRAM, BIOS 2.1B.29 

Savage4(397) Rev D 8MB SDRAM, BIOS 2.1D.15 

Savage MX/IX (290/298) Rev C 8MB SDRAM, BIOS 4.02.60-23

Savage2000(410) 32MB SDRAM, BIOS 3.1C.04

Savage NB (370) 32MB SDRAM Bios 3.3B.03-HP 1.03

· Regression of all open issues has been completed.

Issues Fix Verified:

Support for Savage MX/IX added

Support for Pro Savage added

New Issues Found

CR35236 
Savage MX/IX

Disparities with Developer's Release Note: 

None

Special Instructions: 

None

